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#superuser_name = omneon 
#superuser_password = usm 

admin_group_name = "diradmin" 
#admin_name = mgadmin 
#admin_password = 1234 
#auth_method = enh-ad 
auth_method = pam 

id diradmin  

uid=1000(diradmin) gid=20(games) groups=20(games),80(admin)

id: diradmin: No such user 

service omcld restart 

/opt/omcld/bin/mdsclientn localhost 
sess get-users 
sess get-groups 
sess auth [username] [password] 

[root@mds3 ~]# /opt/omcld/bin/mdsclientn localhost 
mdsclientn: built by lsasaki on 2010-May-28 03:18 (TOT) 
Connecting to host "localhost", protocol "tcp", prog 0x20000003 
New client is 0x1273b970 
Connected to "localhost" 
Opening default session... 
Found 4 IP addresses 
    10.2.4.204 
    10.2.5.205 
    10.2.3.204 
    10.2.3.205 
Retrieving keys 
Retrieved keys successfully, mdslen=140, sslen=140 
    sessionID   = 0x9279a20 
    key         = 78 56 34 12 f0 de bc 9a 44 33 22 11 88 77 66 55 
    currentTime = 2010/07/09 15:22:37 
    idleTime    = 300 sec 











service smb stop 

security = DOMAIN 
workgroup = <domain_name> 
password server = <opendir_FQDN> 
add user script = /opt/omutils/bin/omadduser %u 
client ntlmv2 auth = yes

Ç  

Ç

sudo vi /etc/hosts

<IP address> <open_directory_server_FQDN> <open_directory_server_ 
name>

10.20.9.52 odserver.support.local odserver

<DNS name> <IP address>

odserver 10.20.9.52

























sysctl omfs_cache_max_mem_MB omfs_cache_pre_allocate 
omfs_cache_allocate_limit

Â

mount –t omfs /mediagrid/filesys /mnt 
–o username=username,password=password,readahead=2,filelimit=N

Â

mount  –t omfs  /mediagrid/filesys  /mnt 
-o username=username,password=password,readahead=N 

Â

echo NNN > /proc/sys/omfs_cache_max_mem_MB 

Â

sysctl omfs_cache_pre_allocate=NNN

Â

sudo sysctl –w omfs_cache_allocate_limit=NNN

Â

omfs_cache_max_mem_MB = NNN
omfs_cache_pre_allocate = NNN
omfs_cache_allocate_limit = NNN





[root@CLB04130 ~]# 

ommcp -in//om-spect/fs0/clip.dir/abc.mov -out//om-cld/mg0/clip.dir/
abc.mov -host 10.3.1.40 -replace -progress 

0 of 15000 frames copied (0.0 fps) 
5 of 15000 frames copied (1.7 fps) 
76 of 15000 frames copied (19.0 fps) 
138 of 15000 frames copied (27.6 fps) 
191 of 15000 frames copied (31.8 fps) 

sudo vi /etc/dhcpd.conf 

ntpdate -u IP_ADDRESS 

IP_ADDRESS

sudo service dhcpd configtest 
sudo service dhcpd restart 

# Gateway CLB0F118 eth0 
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/tftpboot/config/config
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Â bg
Â low
Â nr
Â rt
Â sys

Â bg
Â low
Â nr
Â rt
Â sys

Â

Â

Â



iflist=a:b 

a b

allnic 

/etc/sysctl.conf

net.ipv4.conf.default.arp_ignore = 1 
net.ipv4.conf.default.arp_announce = 1 













Editing the ContentBridge Configuration File

<FS_NAME>_<USERNAME> 

CB MG1  mgfs2  user3  passwd4 

/omfs/<FS_NAME> 

Â

Â

Â

Â

530 Login incorrect

Â























# /opt/omcld/bin/mdsclientn localhost
mdsclientn: built by mgrid-builds on 2014....
 ......
Opened default session of ......

=> session authenticate <username> <password>
Authenticated successfully
Session = .....

=> configfile delete no_dir_depth_limit
The file was deleted

[root@localhost d]# pwd
/tmp/omneon/d/d/d/d/d/d/d/d/d/d/d/d/d/d/d
[root@localhost d]# find .
.
./d
./d/d
[root@localhost d]# cd d/d
-bash: cd: d/d: No such file or directory

Â

/opt/omcld/bin/mgcopy

Â

Ç

Ç

Ç

Ç



mgcopy [-s content director][-u user][-p password][-s2 content 
director2][-u2 user2][-p2 password2][-d debuglevel][-copy 
<deep|soft|across>][-srcfile src-file-name][-dstfile dst-file-name][-
o][-c][-copyOwner][-copyAcl][-logfile file-name][-errorfile file-
name][-testRun][-noDataTransfer][-help]
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/opt/omcld/bin/mdsclientn localhost

mdsclientn: built by lsasaki on 2007-Aug-29 14:08 (USM_Branch_2_0)
Connecting to host "localhost", protocol "tcp", prog 0x20000003
New client is 0x590910
Connected to "localhost"
Opening default session...
Found 4 IP addresses
    10.35.134.200
    10.35.135.200
    192.168.1.200
    192.168.2.200
Retrieving keys
Retrieved keys successfully, mdslen=140, sslen=140
    sessionID   = 0x6e0a75f8
    key         = 78 56 34 12 f0 de bc 9a 44 33 22 11 88 77 66 55
    currentTime = 2008/01/07 11:04:29
    idleTime    = 300 sec
   *host 0      = 2@10.35.134.200/10.35.135.200 id=0xb0b7ca3c30102cf6
    host 1      = 4@10.35.135.201/10.35.134.201 id=0xf7a5e9af3e76a9b
Opened default session of 0x6e0a75f8

 
Authenticated successfully
Session id=0x6e0a75f8, uservalid=1, admin=0, superuser=0, guest=0, 
cluster=0
    curTime  = 2008/01/07 11:04:40
    idleTime = 300 sec
    user     = "ddoyle", sid=S-1-5-21-2926562709-1155807970-
2578703657-1219
=>

wbinfo --authenticate=snv-tac.local\\ddoyle%ddoyle
plaintext password authentication succeeded
challenge/response password authentication succeeded

less /var/log/samba/log.wb-SNV-TAC
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